PRODUCT BULLETIN

PREMIX JOINT COMPOUND

BULLETIN NO: J-6903

- DRYWALL ACCESSORY LUAL FURPOSE DATE: 4/23/74
PRODUCTS PAGE: 1of 2
APPROVALS: PRODUCING PLANT: CANCELS: J-6903 1
. SEATTLE . DATE: 5/11/73
BULLETIN DESCRIPTION A POUNDS GALLONS
047 Asbestos 7RF10 2. 47 150
244, Methocel 228 .33 20
200 Keltose .13 8
165 Ground Raw Gypsunm 44.38 2700
251 Mica 9,86 £00
453 Preservative .13 g |
082 Carbitcl Solvent .53 32
470 PVA Enulsion (6.26% on solids) 6,38 388 42
090 Colloids #60 .15 9
Water 35.64 2168 260
TOTAL 1.00.00 6078

MANUFACTURING INSTRUCTIONS:

Filling - Cartons 50 1b net; 5 gal pails 62 1bs net; 1 gal pail 12 1bs,

1. See Process Bulletin J-2.

2. For PMG add 4 1bs yellow oxide., BEM Bulletin No. 190,
3.

4, For summer conditions - Add 4 gallons Eihylele Glycol.
QUALITY CONTROL:

T™-1 Viscos

ity, 150 gm cyiinder @ 5 secs

TM-31  Standard Test Viscosity
150 gm eylinder @ 5 sec 15 cc per 250 gm paste
ThM=2 Tape Bond

T™M-6 Applic

ation

™-7 Workability .

12 - 15 qm
35 - 38 mn
9 - 10

Equal to Standard
Equal to Standard
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PRODUCT BULLETIN PREMIX JOINT COMPOUND BULLETIN NO: _J-6903
DRYWALL ACCESSORY DUAL PURPCSE DATE: 4/23/74
 PRODUCTS PAGE: 2of 2
APPROVALS;: PRODUCING PLANT: CANCELS: J-6903
' - SEATTIE . DATE: 5/20/70
PROCU g;g:_ SPECIFICATIONS:
Test Me.jhod . _ _
TM~-1 Viscos:i.ty_Cylinder 150 gm @ 5 sec 12 to 15 mm
TM-14  Viscosity, Brookfield, (cps) 400,000 to 500,000
TM-2 pH (Beckman meter) a 7.5 10 9.0 -
TM-3 Bond @ 70F & 4C-70% R, H. 9 - 10
@ 4BF & 704 R. H, 0=-1
TM-5 Open Tixﬁe € 65-80F (minutes) 15 minimum
TM-5  Open Time @ 100-110F (minutes) 4 minimm
TM-6 Applicetion | o No lumps
. TM-7 Workability (hand or Ames toolé) ‘Equal to Standerd
™-9 Shrinkage (cup method) 264 maxiﬁ:um
- TM-10 Fdge Cracking Test None
TM-12  Grit (total) 0.05% maximum. All
. passing 80 mesh,
T™-14 Voids Equal to. Stan‘card
T™M-15 Water Resistance {minutes) 7 . 73 minimum
TM-39 Paintability Test Equal to St_.andérd
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